
BPR CPH 40 (1008-9401289)

Control type
konventionell

Construction year
1995

Machine no.
1008-9401289

Make
BPR

Location
Ahaus

** New price approx. 13.000 euros (!!)

** Special price on request

- in checked condition - machine video -

https://www.youtube.com/watch?v=d-VSPEnThz0

Equipment:

- electro-hydraulic ring profile bending machine

- 3x driven rollers

- operation with digital position display of the upper roller

* End position adjustable (stepless via POTI)

- hydraulic feed of the upper roller

- horizontal and vertical working position

- bearing of the shafts with tapered roller bearings

- side, manually adjustable stop rollers

- 1x set of pipe rollers

- 1x freely movable control unit



Machine attributes

I - beam section - flat steel: 100 x 15 (d 400)  mm

I-beam section - upend: 60 x 10 (d 500)  mm

L-beam: 50x50x6.0 (d 600)  mm

round material: 35.0 (d 500)  mm

bar material dia. max.: 70 x 1.5 (d 1500)  mm

square material: 50x50x3.0 (d 1400)  mm

bending speed: 8.5  U/min

roll diam. toproll: 152/162  mm

tool adaptor: Ø 40.0  mm

voltage: 400  V

Stroke length: 120  mm

total power requirement: 2.2  kW

weight: 490  kg

range L-W-H: 900 x 650 x 1400  mm

Machine images






