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Gebrauchtmaschinen

MB ECO S 300 (1008-8459011)

B A + BWerkzeuge Maschinen Handels GmbH

Furnishing:

Control type
konventionell

Machine no.
1008-8459011

Make
MB

- The table can be tilted and clamped at an angle of 0 ° to 90 °

- manual tilting

- Start / stop via location-independent foot switch
- Direction of rotation can be selected right / left
- Adjustable rotation time

- The control of the welding machine via control

- 350 amp ground connection

Scope of delivery:
- control (integrated)

- foot switch



Machine attributes

table diameter: 500 mm

table load: 300 horizontal Kkg.
table load: 150 vertikal kg.
swivelling range: 0-90 Grad

turning speeds: 0,2 -2,5 U/min
bore: 90,0 mm

table height: ~ 650 mm mm
motor: 230 Volt

weight of the machine ca.: 90,0 kg.

range L-W-H: 385 x 340 x 375 mm

Machine images

®4 + BWerkzeuge Maschinen Handels GbH

SchweiBpositionierer ECO-S300
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Diagramm: ECO 5300

Bitte beachten Sie stets bei der Auswahl Ihres
Positionierers:

- den Masseschwerpunkt Ihres Werkstiicks

+ das Eigengewicht des Spannmittels (Backenfutter)

Drehtischplatte ECO 5300



