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SCHROEDER MHSU 1500/3.5
(1008-9325392)

® A + B Werkzeuge Maschinen Handels GmbH

Control type
konventionell

Construction year
2012

Machine no.
1008-9325392

Make
SCHROEDER

Location
Ahaus

** Machine from a maintenance workshop

** Current new price including accessories approx. 25.000 euros

** Special price on request

Equipment:

- robust / motorized swing cut guillotine shears

- break-proof, torsion-free steel welded construction
- compact and clear machine design

- electro-motorized back stop, with analog position display
* adjustable from the front

* stepless adjustment over the entire travel range

- 1x hold-down bar

- 1x freely movable foot switch

- front, extendable table extension

- rear safety device

- operating instructions (PDF)



Machine attributes

sheet width: 1530 mm

plate thickness: 3.5 mm
thickness at "Niro-steel": 2.0 mm

no. of strokes: max. 34 Hub/min
cutting angle: 2.70 Grad
distance between columns: 1540 mm

work height max.: 920 mm

voltage: 400 V

Control: konv.

engine output: 3.2 kW

weight of the machine ca.: 1115 Kkg.

range L-W-H: 2275 x 2220 x 1400 mm

Machine images
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SCHRODER
MASCHINEN UM BIEGEN & SCHNEIDEN
Typ: MHSU 1500/3,5
Maschinen Nr.: 123458
Leistung (Rm 400N/mm?) 3,5mm ]
Baujahr: 2012
Nennspannung: 3/PE/400 V-50 Hz
Nennleistung: 4,0 kVA
Schaltplan.: 12-0000-020c
Pneumatik: —--- c €
Gewicht: 1115 kg
Hans Schroder Maschinenbau GmbH Tol.: +49 8800 9220-0 info@schroeder

Feuchten 2, DE - 82405 WessobrunnForst  Fax: +49 88000220362 www.schroeder-maschinenbau de
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