
WEILER COMMODOR (1008-9207378)

Control type
konventionell

Machine no.
1008-9207378

Make
WEILER

Location
Ahaus

** Machine from a maintenance workshop

Lathe with a precision-ground and induction-hardened bed.

Very suitable for use in workshops and training centers, for example.

Equipment:

- Robust centerline lathe

- GIVI MISURE "ME 8202" digital display, front left

- RÖHM three-jaw chuck, Ø 200 mm

- FORKARDT three-jaw chuck, Ø 200 mm

- FORKARDT four-jaw chuck, Ø 200 mm

- 2 chuck keys

- Folding lathe chuck guard

- MULTIFIX tool holder, size B, with 3 inserts

- Movable tailstock

- Chip guard, rear panel

- 8 machine feet

- 2 emergency stop buttons, front

- Adjustable bed stop



- Coolant system including coolant tray



Machine attributes

turning length: 1000  mm

turning diameter over bed: 380  mm

turning diameter over slide rest: 190  mm

number of spindle speeds: 63 - 2000  U/min.

turning speeds: 18  Stk.

spindle bore: Ø 56.0  mm

tailstock quill taper MT: DIN 228 / MK 4  

quill stroke: 150  mm

bed width: 310  mm

spindle taper: DIN 55027 / 6  

feeds - longitudinal: 0.022 - 0.8  mm/U

feeds - cross: 0.011 - 0.4  mm/U

thread: M 0.3 - 10.0  mm

bed width: 305  mm

voltage: 380  V

total power requirement: 4.0  kW

weight of the machine ca.: 1600  kg

range L-W-H: 2320 x 1400 x 1600  mm

Machine images




